o0

THE LEADING FORCE behind liquids™

Trouble-Free Versatility

Applications Features Options The loading force behind Hyuids.
«Mixing, blending, * Heavy duty cast iron * Through ports or angled

recirculating, and helical gear pumps ports; 2-sided or top

transferring heavy, * Bi-directional, self-priming  and side configuration

viscous material in » Differential pressures * Threaded ports or

either a fixed or mobile to 125 psi flanged, tapped port connections

transfer application * Up to 468 gpm * Internal relief valve and

inventory to a minimum. *Standard operation integral gear reducer
*|deal for gasoline, asphalt up to 212°F * Outboard bearing,

molasses, ink, roofing « Gan be built up to operate  depending on drive

compound, and oils up to 450°F and seal arrangements

» Maintenance-free « Materials - lron and Carbon Bearings;
durability Stainless Steel Gears and Shafts;

Delrin® Idler Gears for the 48 model
Delrin®is a registered trademark of E.l. duPont de Nemours Co. (Inc.)
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3600 Series
Theorgtical Maximum an:‘tan);:];(fnr:luﬂos‘:)eed Maximum Port _
Capacity Speed (0 Discharge Pressure) Pressure Connection
3611/3711 11GPR(416.4 CC/REV) 750 RPM 82.5GPM (18.6 M¥HR) 125 PSI (8.6 Bar) 2" NPT Flange
4611/4711 11GPR(416.4 CC/REV) 750 RPM 82.5GPM (18.6 M¥HR) 125 PSI (8.6 Bar) 2" NPT Flange
3617/3717  .17GPR(643.5 CC/REV) 750 RPM 127.5GPM (28.8 M¥/HR) 125 PSI (8.6 Bar) 2" NPT Flange
4617/4717  .17GPR(643.5 CC/REV) 750 RPM 127.5GPM (28.8 M¥HR) 125 PSI (8.6 Bar) 3" NPT Flange
3622/3722  .22GPR(832.8 CC/REV) 750 RPM 165GPM (37.2 M¥HR) 125 PSI (8.6 Bar) 3" NPT Flange
4622/4722  .22GPR(832.8 CC/REV) 750 RPM 165GPM (37.2 M¥HR) 125 PSI (8.6 Bar) 4" NPT Flange
3632/3732  .32GPR(1211.33 CC/REV) 900 RPM 288GPM (65.4 M¥/HR) 125 PSI (8.6 Bar) 3" NPT Flange
3635/3735  .35GPR(1324.89 CC/REV) 600 RPM 222GPM (50.4 M¥HR) 125 PSI (8.6 Bar) 3" NPT Flange
3643/3743  .43GPR(1627.73 CC/REV) 900 RPM 387GPM (87.9 MYHR) 125 PSI (8.6 Bar) 3" NPT Flange
3648/3748  .52GPR(1817.0 CC/REV) 900 RPM 468GPM (106.2 M¥HR) 125 PSI (8.6 Bar) 4" NPT Flange
3658/3758  .58GPR(2195.53 CC/REV) 600 RPM 365GPM (82.9 M¥HR) 125 PSI (8.6 Bar)  4"NPT Flange
4658/4758  .58GPR(2195.53 CC/REV) 600 RPM 365GPM (82.9 M¥HR) 125 PSI (8.6 Bar)  4"NPT Flange
GEAR RATIOS AND CAPACITITES FOR GHB UNITS
uoToR | sk | FUP | ermissie MOTOR | SEas | FUMP | peruissie
3611 | 4450 gﬁggil ggg g:g 3632 | 4450 21:3?1 ggg 186.50
through 3.20:1 360 8.0 through 4.26:1 270 11.0
4122 4.60:1 380 8.5 &0 5.66:1 309 13.0
T 3% | ms | 0o T G2 | s | tsa
3450* 4.60:1 750 10.0 34507 5.66:1 609 15.0

* 3450 rpm motors are used in handling low viscosity lubricating liquids

Key Features

Characteristics Materials of Construction

« Right angle port design « Cast Iron Housing
» Bi-directional rotation « Steel Shaft
« [ron or Carbon Bushing Options «Bronze Bearings
» Mechanical Seal Options *Hardened Iron Gears
* Delrin® Idler Gears for
the 32 and 43 models

Delrin® is a registered trademark of E.l. duPont de Nemours Co. (Inc.)
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THE LEADING FORCE behind liquids™

DED-I-CA-TION
Pronunciation:

“‘de-di-’kA-shun”

== Function:

pumping
See also:

Roper

Stainless Steel Service

App“cations - z Features Optlons The leading Torce behind liquids.

* Serves the chemical and ¢ Stainless Steel construction « Multiple sealing options

transport markets for long life

*Packing/ mechanical seal

*Handles a wide range of o Easy assembly/disassembly conversions easily done

viscosity of pump in field.
L) H|gh capac:ty and very 'Adjustable relief valve lHydrau"c dnve opﬂon

compact ; 1 S

£ : :-Pres;sures up to 100 psi
. Handles a variet .

corrosive liquids ‘e Flows up to 165 GPM

e Uses only one mechanical seal
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9622 Series

Maximun Flow ;
Maximum Port

Pressure Connection

Theoretical Maximum
Capacity Speed

at Maximum Speed
(0 Discharge Pressure)

9622 /9722 0.220GPR (832.8 CC/REV) 750RPM 165.0GPM (37.5 M /HR) 100 PSI (7 Bar) 3" NPT

Materials of Construction

Housing Gears Bearings Shaft Case Gaskets
316 SST 17-4 PH-SST Carbon 17-4PH-SST PTFE
Key Features
« Cost effective * Seal conversions done easily in field

* SST construction *Relief valve assembly is
easily removable
* Easy assembly / disassembly for cleaning

* Optional hydraulic motor
drive arrangement



